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SECTION - 01-01

ROAD NO. 01 -  RATHORE JUNCTION TO TELGHANI JUNCTION
 Scale :- NTS
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SECTION - 02-02

ROAD NO. 02 -  GURUNANAK JUNCTION TO RATHORE JUNCTION
 Scale :- NTS
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SECTION - 03-03

ROAD NO. 03 -  SHARDA JUNCTION TO GURUNANAK JUNCTION
 Scale :- NTS
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SECTION - 04-04

ROAD NO. 04 -  SHARDA JUNCTION TO JAYSTAMBH JUNCTION
 Scale :- NTS

100

HT

LT

ICT

11 kv

PCC

GSB

FRP

SWD

PVC

C.C CEMENT CONCRETE

B.C BITUMINOUS CONCRETE

STORM WATER DRAIN

POLYVINYL CHLORIDE

FIBRE REINFORCED PLASTIC

GRANULAR SUB-BASE

PLAIN CEMENT CONCRETE

HIGH TENSION 11 kv

LOW TENSION

HT
33 kv

HIGH TENSION 33 kv

INFORMATION & COMMUNICATION TECHNOLOGY

RCC REINFORCED CEMENT CONCRETE

LEGENDS:-

NAMECODE 

  CONSULTING  ENGINEERS  LIMITED A  D  I  A

ENGINEERS .  ARCHITECTS  . CONSULTANTS

WADIA TECHNO-ENGINEERING SERVICES LIMITED
MUMBAI

  CONSULTING  ENGINEERS  LIMITED A  D  I  A

ENGINEERS .  ARCHITECTS  . CONSULTANTS

WADIA TECHNO-ENGINEERING SERVICES LIMITED
MUMBAI

JAISTAMBH JN.

GURUNANAK

JN.

SHARDA JN.

KEY PLAN:-

MOTIBAGH  JN.

PURANI BASTI JN.

RATHORE JN.

TELIGHANI JN.

RAILWAY STATION JN.

FAFADIH JN.

CITY KOTWALI JN.

MAHILA POLICE JN.

SHASTRI JN.

DURGA DEVI JN.

NEHRU NAGAR JN.

KALIBADI JN.

E
A

S
T

E
R

N
 S

ID
E

 O
F

 H
A

N
D

I 
L
A

K
E

VIVEKANAND SAROVAR LAKE

HANDI LAKE

AZAD

 JN.

IN
DO

O
R &

 O
UTDO

O
R S

TADIU
M

BUFFER ZONE

SANJAY GANDHI JN.

DEVENDRA NAGAR JN.

AGRASEN JN.

KAILASH NAGAR JN.

MEKAHARA JN.

AMAPARA

 JN.

SATTIBAZAR JN./

KANKALIPARA JN.

TATYAPARA JN.

RAJIV GANDHI JN.

K.K ROAD JN.

GURUDWARA JN.

BUDESHWAR JN.

KACHEHRI  JN.

MASJID JN.

CHIKNI

MADNIR JN.

EVERGREEN JN.

RAMSAGAR

PARA JN.

03

03
0
4

0
4



9000 9000

3500

18000

CarriagewayPaved Shoulder

3135

C

3500

Carriageway Paved Shoulder

3135

L Pole

L

600

2065

FRP Grating

Cover

Inlet

Pipe

Builtup

 Area SWD1
0

0
0

Water Line

Ø250

Cement Concrete Tiles

 22-25  mm Thick

2%

Mortar 20 mm  Thick

PCC 150 mm  Thick

Sand / Murrum Filling

GSB 150 mm  Thick

2065

FRP Grating

Cover
Inlet

Pipe

Builtup

 Area
SWD 1

0
0

0

Water Line

Ø350

Cement Concrete Tiles

 22-25  mm Thick

2%

Mortar 20 mm  Thick

PCC 150 mm  Thick

Sand / Murrum Filling

GSB 150 mm  Thick

2.5 % 2.5 %

Existing Crust
Bituminous Concrete (B.C.) 40 mm

100 Thk. PCC 100 Thk. PCC

(Vary) (Vary)

SECTION - 05-05

ROAD NO. 05 -  JAYSTAMBH JUNCTION TO CITY KOTWALI JUNCTION
 Scale :- NTS
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SECTION - 06-06

ROAD NO. 06 -  CITY KOTWALI JUNCTION TO SATTI BAZAR / KANKALIPARA JUNCTION
 Scale :- NTS
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SECTION - 07(A) - 07(A)  &   07(B) - 07(B)

ROAD NO. 07(A) -  PURANI BASTI THANA JUNCTION TO SATTIBAZAR / KANKALIPARA JUNCTION  (Ch.00 To Ch.565)

ROAD NO. 07(B) -   BUDESWAR JUNCTION TO PURANI BASTI THANA JUNCTION  (Ch.00 To Ch.200 )
Scale :- NTS
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SECTION - 08-08

ROAD NO. 08 -   SATTI BAZAR JUNCTION / KANKALIPARA JUNCTION TO TATAYAPARA JUNCTION
 Scale :- NTS
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SECTION - 09(A) - 09(A)

ROAD NO. 09(A) -  TATAYAPARA JUNCTION TO RATHORE JUNCTION (Ch.00 To Ch.660 )
 Scale :- NTS
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SECTION - 09(B) - 09(B)

ROAD NO. 09(B) -  TATAYAPARA JUNCTION TO RATHORE JUNCTION (Ch.660 To Ch.1004 )
 Scale :- NTS
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SECTION - 40-40 (30.0 m ROW)
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ROAD NO. 39 - MEKAHARA JUNCTION TO DEVENDRA NAGAR JUNCTION
 Scale :- NTS
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SECTION - 45 - 45 (23.50 m ROW)

ROAD NO. 45 - AZAD  JUNCTION TO AMAPARA JUNCTION
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ROAD NO. 42(B) - GURUDWARA JUNCTION TO RAILWAY STATION  JUNCTION
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SECTION - 54 - 54 (15.0 m ROW)

ROAD NO. 54 - GURUNANAK JUNCTION TO MASJID JUNCTION
 Scale :- NTS
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ROAD NO. 55 - JAISTAMBH  JUNCTION TO MASJID JUNCTION
 Scale :- NTS
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ROAD NO. 57(A) - EVERGREEN JUNCTION TO MOTIBAGH JUNCTION
 Scale :- NTS
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SECTION - 58 - 58 (11.0 m ROW)

ROAD NO. 58 - CITY KOTWALI JUNCTION TO RAJIV GANDHI JUNCTION
Scale :- NTS
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SECTION - 44 (14.0 m ROW)

ROAD NO. 44 - AGRASEN JUNCTIONTO AMAPARA JUNCTION
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ROAD NO. 43 - TELGHANI JUNCTION TO AGRASEN JUNCTION
 Scale :- NTS
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SECTION - 59 - 59 (12.0 m ROW)

ROAD NO. 59 - SANJAY GANDHI JUNCTION TO GURUDWARA JUNCTION
Scale :- NTS
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ROAD NO. 60 - BUDHAPARA JUNCTION TO CITY KOTWALI JUNCTION
Scale :- NTS

HT

LT

ICT

11 kv

PCC

GSB

FRP

SWD

PVC

C.C CEMENT CONCRETE

B.C BITUMINOUS CONCRETE

STORM WATER DRAIN

POLYVINYL CHLORIDE

FIBRE REINFORCED PLASTIC

GRANULAR SUB-BASE

PLAIN CEMENT CONCRETE

HIGH TENSION 11 kv

LOW TENSION

HT
33 kv

HIGH TENSION 33 kv

INFORMATION & COMMUNICATION TECHNOLOGY

RCC REINFORCED CEMENT CONCRETE

LEGENDS:-

NAMECODE 

TCE FORM NO. 093 R0

S
IZ

E
-A

3

'P' (PRELIMINARY) ISSUES ARE NOT TO BE USED FOR 
CONSTRUCTION / FABRICATION BUT ARE ISSUED FOR 
LIMITED PURPOSES ONLY AS INDICATED IN THE SMALL 
BLOCK ABOVE THIS BLOCK.

CONSTRUCTION / FABRICATION WORK IS PERMITTED ON

'R' (RELEASED) ISSUES ONLY.

INFORMATION CONTAINED WITHIN 'HOLD' IS NOT 
RELEASED FOR CONSTUCTION / FABRICATION. 
FIELD MUST GET  DESIGN OFFICE TO CLEAR 'HOLDS'
IN TIME BEFORE PROCEEDING WITH ANY CONSTRUCTION/
FABRICATION WORK RELATED TO 'HOLDS'.

PROPRIETARY RIGHTS OF THE INFORMATION CONTAINED

HEREIN BELONG TO TCE. THIS INFORMATION IS INTENDED

TO BE USED FOR THE MENTIONED PURPOSE/PROJECT

ONLY. IN CASE OF MISUSE OF INFORMATION AND ANY

CLAIM ARISING THEREOF, COST AND CONSEQUENCE WILL

BE ON THE PARTY MISUSING THE INFORMATION.

H

F

G

E

1 2 3 4 5 6 7 8

D

C

9 10

B

A

1 2 3 4 5 6 7 8 9 10

H

F

G

E

D

C

B

A

  CONSULTING  ENGINEERS  LIMITED A  D  I  A

ENGINEERS .  ARCHITECTS  . CONSULTANTS

WADIA TECHNO-ENGINEERING SERVICES LIMITED
MUMBAI

TCE FORM NO. 093 R0

S
IZ

E
-A

3

'P' (PRELIMINARY) ISSUES ARE NOT TO BE USED FOR 
CONSTRUCTION / FABRICATION BUT ARE ISSUED FOR 
LIMITED PURPOSES ONLY AS INDICATED IN THE SMALL 
BLOCK ABOVE THIS BLOCK.

CONSTRUCTION / FABRICATION WORK IS PERMITTED ON

'R' (RELEASED) ISSUES ONLY.

INFORMATION CONTAINED WITHIN 'HOLD' IS NOT 
RELEASED FOR CONSTUCTION / FABRICATION. 
FIELD MUST GET  DESIGN OFFICE TO CLEAR 'HOLDS'
IN TIME BEFORE PROCEEDING WITH ANY CONSTRUCTION/
FABRICATION WORK RELATED TO 'HOLDS'.

PROPRIETARY RIGHTS OF THE INFORMATION CONTAINED

HEREIN BELONG TO TCE. THIS INFORMATION IS INTENDED

TO BE USED FOR THE MENTIONED PURPOSE/PROJECT

ONLY. IN CASE OF MISUSE OF INFORMATION AND ANY

CLAIM ARISING THEREOF, COST AND CONSEQUENCE WILL

BE ON THE PARTY MISUSING THE INFORMATION.

H

F

G

E

1 2 3 4 5 6 7 8

D

C

9 10

B

A

1 2 3 4 5 6 7 8 9 10

H

F

G

E

D

C

B

A

  CONSULTING  ENGINEERS  LIMITED A  D  I  A

ENGINEERS .  ARCHITECTS  . CONSULTANTS

WADIA TECHNO-ENGINEERING SERVICES LIMITED
MUMBAI
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