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(As per IS 12592)

NOTES:-

1. ALL DIMENSIONS ARE IN MILLIMETER AND LEVELS ARE IN METERS,

   UNLESS OTHERWISE SPECIFIED .

2. MINIMUM CLEAR COVER 40 mm, EXCEPT BASE SLAB, WHERE

    MINIMUM CLEAR COVER IS 40 mm.

3. GRADE OF CONCRETE M30.

4.GR.OF STEEL Fe 415, CONFIRMING TO IS 1786

5. SFRC MANHOLE FRAME & COVER

 AS PER IS :12592 (PART I&II).

6. R.C.C DESIGN AS PER IS 3370.

7.MANHOLE DETAILS ARE GIVEN IN SEPARATE DRAWING.
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CONNECTION CRITERIA

HEIGHT OF DROP, H (M)

TYPE OF CONNECTION

NORMAL DROP

NORMAL DROP

NORMAL DROP

INCOMING SEWER 

CONNECTION 

DIAMETER,D

c

(M)

D

c

<=0.6

H <=1.5M OR 3 X D

WHICHEVER IS HIGHER

H >1.5M OR 3 X D

WHICHEVER IS HIGHER

BACK DROP WITH DROP 

PIPE OF INTERNAL 

DIAMETER Dd

0.6<D

c

<1.2

H  <=3 X D

H >3 X D UP TO 6M

BACK DROP WITH DROP 

PIPE OF INTERNAL 

DIAMETER Dd

H  > 6M

VORTEX DROP WITH DROP 

PIPE OF INTERNAL 

DIAMETER Dd

D

c

>=1.2

H <=3 X D

H >3 X D

VORTEX DROP WITH DROP 

PIPE OF INTERNAL 
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D
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c
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c
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