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EXISTING SLAB TO BE REMOVED

AND REPLACED WITH NEW

PRECAST SLAB

(1 x 0.60 x 0.100)

(RCC M-25)
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PROPOSED M20 CC WITH

FLOATING COAT OF CEMENT

Avg 100MM THK.

EXISTING DRAIN

FOOTPATH VARIES

AS PER TABLE

DISMANTLING DETAILS OF EXISTING CROSS SECTION
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FOOTPATH VARIES

AS PER TABLE

AVG. 50MM THICK BITUMINOUS COURSE

1

000-00

AVG. 150MM THICK WATER BOUND MACADUM

SUB BASE

CONCRETE KERB

 DISMANTLING CONCRETE / PAVER BLOCK FOOTPATH

(200MM AVG DEPTH)

6.6 m

PROPOSED CARRIAGEWAY

EGL ±0.00

Lvl -0.100

Lvl +0.150

2.7M(Avg)

SCARIFICATION

REQUIRED

2.7M(Avg)

SCARIFICATION

REQUIRED

REFER SECTION

"A-A" BELOW

EXISTING POLES TO BE DISMANTLING

& HANDED OVER TO BESCOM
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SECTION "A-A"

TYPICAL  CROSS SECTION OF

EXISTING SWD (BOTH SIDE)

DISMANTLING DETAILS
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