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M-20 CONCRETE

COVER SLAB 1000 X 0.600 X 0.100

#8mm@150mm C/C

#8mm@150mm C/C

100

Shape of

  R/F

Length

of R/F

Total

Length

Unit

Weight

Nos of

 Bars

2.95m 144 425m

20m

20m

6

14

120m

280m

161.5

 kg

46.8

 kg

109.2

 kg

Bar Bending Schedule of Drain for 20m

PCC 1:3:6

317.50 kg

TYPICAL DETAILS OF CROSS

ROADS WITH SIDE DRAINS

P
R

O
P

E
R

T
Y

 
L

I
N

E

P
R

O
P

E
R

T
Y

 
L

I
N

E

RESURFACING 40MM THICK

1

000-00

CONCRETE KERB

 DISMANTLING CONCRETE /

PAVER BLOCK FOOTPATH

(200MM AVG DEPTH)

RESURFACING OF EXISTING CARRIAGEWAY

 WIDTH VARIES(5.680 Avg)

EGL ±0.00

Lvl -0.100

Lvl +0.150

REFER SECTION

"A-A" BELOW

PROPOSED FOOTPATH OF

 AVERAGE WIDTH OF 1.07M

*REFER DRAWING No. TSC-SPD-SR-DRG-011 FOR

EXCAVATION OF INSPECTION CHAMBER OF UTILITY DUCT

PROPOSED FOOTPATH OF

 AVERAGE WIDTH OF 1.07M
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